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DESCRIPTION

FEATURES

7-Inch Colour 
LCD Digital Monitor
#QVMN27

www.qvee.com.au

The QVMN27 is a 10-32 V high definition 7” replacement LCD reverse 
camera screen. It has a built-in speaker and adjustable image viewing.

Perfect for Trucking, Agricultural, Mining, 4WD’s, Caravans, RV’s 
& normal passenger vehicles. 

ACCESSORIES

TECHNICAL SPECIFICATIONS

1 x Center mount bracket, 4 x Angle adjustment screws, 1 x Remote control, 1 x Manual, 1 x Front panel AV input adapter, 
1 x 4 PIN female - RCA male, 1 x AV and power supply conversion cable (13 PIN / 22PIN), 1 x U-support bracket, 1 x Sun shield

LCD Size • 7”

Resolution • 800 x 3 (RGB) x 480 

Contrast • 500 : 1

Brightness • 400 cd/m2

Viewing Angle • U: 50 o, D: 70 o, R/L: 70 o

Operating Temperature • -20o — +70oC, RH 90%

Storage Temperature • -30o — +80oC, RH 90%

Power Inputs • DC 10-32 V

Power Consumption • About 6 W

Video Inputs • 1 / 3 / 4 inputs (6/13 / 22 PIN)

Audio Inputs • 1 / 3 / 4 inputs (6/13 / 22 PIN)

Video Outputs • 1 (22 PIN)

Audio Outputs • 1 (22 PIN)

Trigger Signal • 1 / 3 / 4 trigger wires (6/13 / 22 PIN)

Anti-vibration • 3 g (Center mount) / 7 g (U-support)

1 YEAR WARRANTY

• TFT LCD monitor with wide angle view and high resolution display

• Multiple languages for user operation

• Auto trigger, with trigger delay time selectable between 1 - 10 seconds

• Multiple video formats: PAL / NTSC / FLIP / FLIP-MIRROR

• 13 / 22-PIN: 4 video and audio inputs; 1 video and oudio output

• 10-32 Volt operation

• Image adjustable for Horizontal, Vertical, Mirror and Normal viewing

• Adjustable speaker and sound level

• Full-function remote control
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