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Chemical Resistances AUTOMOTIVE | MINING | MARINE

Chemical resistance properties:

These chemical properties are for rough guides only and should not be regarded as material guide or specification for
a chemical suitability test.

Chemical Name Concentration % Temperature °C Resistance
Acetaldehyde, liquid 100% 23°C Resistant
Acetowne 100% 23°C Resistant
Aniline 100% 23°C Resistant
Benzaldehyde - 23°C Resistant
Benzine/Benzol mix - 23°C Resistant
Benzol 100% 23°C Resistant
Carbon bisulphide 100% 23°C Resistant
Carbon tetrachloride 100% 23°C Resistant
Chlorine, gaesous 100% 23°C Not Resistant
Chlorine, liquefied 100% 23°C Not Resistant
Chromic acid 10% 10% 23°C Not Resistant
Chromic acid 20% 20% 20°C Not Resistant
Chromic acid 50% 50% 20°C Not Resistant
Cyclohexane 100% 23°C Resistant
Cyclohexanone 100% 23°C Resistant
Decahydronaphthlene 100% 23°C Resistant
Diethyl ether 100% 23°C Resistant
Dimethyl formamide 100% 23°C Resistant
Dioctyl phthalate - 23°C Resistant
Ethathonic acid 10% 10% 20°C Not Resistant
Ethathonic acid 25% 25% 20°C Not Resistant
Ethathonic acid 50% 50% 20°C Not Resistant
Ethathonic acid 100% 100% 23°C Not Resistant
Formic acid 98% 23°C Not Resistant
Heptane 100% 23°C Resistant
Hydrogen peroxide 10% 10% 20°C Partly Resistant
Hydrogen peroxide 30% 30% 23°C Not Resistant

Ketone - - Resistant
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Chemical Name Concentration % Temperature °C Resistance
Methyisobutylketone 100% 23°C Resistant
Methylethylketone 100% 23°C Resistant
Nitric acid 10% 10% 20°C Non Resistant
Nitric acid 50% 50% 23C Non Resistant
Nitrobenzene 100% 23°C Resistant
Paraffin ail - 23C Resistant
Perchloroethylene - 23°C Resistant
Petroleum - 23°C Resistant
Phenol 65% 23°C Not Resistant
Potass. Permanganate 6% 23°C Not Resistant
Silicon ail - 23°C Resistant
Sulphuric acid 10% 10% 20°C Not Resistant
Sulphuric acid 50% 50% 20°C Not Resistant
Sulphuric acid 96% S6% 23°C Not Resistant
Toluol 100% 23°C Resistant
Trichlorethylene 100% 23°C Resistant
Water, cold - - Resistant
Xylene 100% 23°C Resistant
Part no.  Description
[T I LTI
DCTS Dual mount cable ties 330mm x 12.7mm
Please refer to QVEE DCT9 & DCT11 specification sheet for further details. DCTT Dual mount cable ties 489mm x 12.7mm



