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DESCRIPTION

Flame Stop fire extinguishers are one of the best brands on the 
market. The 1.0kg ABE is designed to be one of the most effective 
extinguishers and can be fitted to a vehicle or a wall. Features a steel 
handle and cylinder, brass valve and is powder coated in a red finish

Approved to Australian Standard AS/NZS 1841.5.

FEATURES

TECHNICAL SPECIFICATIONS

1kg Fire Extinguisher 
with Metal Bracket 
#FE1KGM

•	 High quality Australian Standard approved 1kg fire extinguisher

•	 ABE dry chemical powder

•	 Red powder coated for easy visibility

•	 UV resistance stainless steel cylinder, suitable for vehicles storage

•	 Supplied with stainless steel vehicle bracket

•	 5 yearly cylinder pressure test

•	 Effective also for small common household, kitchen, computer/electrical room

Capacity •	 1 kg

Agent Type •	 ABE dry chemical powder

Discharge Time •	 8 seconds

Pressure •	 1000kPa

Cylinder Pressure Test •	 5 yearly

Periodic Test Pressure •	 2.5MPa

Cylinder Material •	 Steel

Cylinder Colour •	 Red (powder coated)

Handle Material •	 Stainless steel

Valve Material •	 Nickel plated brass 

Nozzle Size •	 3.6mm

Approvals •	 AS/NZS 1841.5

Fire Rating •	 1A:20B:E
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