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DESCRIPTION

High quality 9kg ABE fire extinguisher. FlameStop’s 9kg ABE 
fire extinguisher is at the top of the market. Features a steel 
handle and cylinder, brass valve and red powder coating finish. 
Suitable for vehicle or workshops.

Meets Australian Standard AS/NZS 1841.5 requirements.

FEATURES

TECHNICAL SPECIFICATIONS

9kg Fire Extinguisher 
#FE900KG

• High quality Australian Standard approved 9kg fire extinguisher

• ABE dry chemical powder

• Red powder coated for easy visibility

• UV resistance stainless steel cylinder, suitable for vehicles storage

• 5 yearly cylinder pressure test

• Also effective for use in small areas

• Optional over centre bracket for vehicle or wall mount (FESOC9)

Optional over centre bracket
FESOC9

450mm

Capacity • 9 kg

Agent Type • ABE dry chemical powder

Discharge Time • 22 seconds

Pressure • 1400kPa

Cylinder Pressure Test • 5 yearly

Periodic Test Pressure • 2.5MPa

Cylinder Material • Steel

Cylinder Colour • Red (powder coated)

Handle Material • Stainless steel

Valve Material • Nickel plated brass 

Nozzle Size • 6.0mm

Approvals • AS/NZS 1841.5

Fire Rating • 10A:80B:C:E


